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Synataka og préfanir
Eiginleikar steinefna-
samanburdur vid krofur
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Waolzanic syskem

Active central valcana
High temperaturs area
Halacens zediments

Biasic and intermediate lavas, wounger than 10,000 years

Acid extruzives &

Bazic and intermediate hylaclastic, pillow lava and aszociated
sediments. Younger than 0T moy.
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Biasic and intermediate inkerglacial and supraglacial
lavaz with intercalated sediments. Tounger than 0.7 my.
Eazic and intermediate extrusive rocks with intercalated
sediments, 0T - 3.1 may,

Eazic and inkermediabe cxtrusive rocks with intercalated
sediments, Older than 3.1 may.

Biazic and intermediate inkrusions, gabbro, dolerite

and diarit:

Aaid intruzions, rhyalite, granophyrs and granite
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Malarhjallar — Vindheimamelar i Skagafirdi
|

- Oseyri
- Skdlagad set
- Forn fjordéur
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4 Kleeding ®Malbik & Malarslitlag
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Islenska vegakerfid midad vid énnur 16nd
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Arleg framleidsla malbiks & Nordurléndunum
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Synataka steinefna og skipting syna

Rétt og ndkveem vinnubrogod vid synatoku er forsenda pess ad nidurstodur
rannsokna @ syninu gefi rétta mynd af eiginleikum efnisins sem um raedir

Fjoldi syna midar ad pvi ad gefa gott yfirlit yfir efnid G stadnum

Setsyni eru oftast tekin sem blanda af 6llu laginu sem & ad vinna en ekki tekin syni af
einstokum pynnri lbgum innan setlagsins

Pegar synum er skipt (splittad) nidur i hentugar steerdir til préfana er mikilveegt ad
hlutasyni sem fast med skiptingu verdi marktaek fyrir heildarsynid

Ef um stoér syni er ad reeda (t.d. fiskiker) er byrjad & fjiorédungsskiptingu synisins, annars
er pvi gjarnan helt i gegn um rifflubox, sem aetlad er ad skipta syni i tvo jafn stéra
hluta
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Synataka - gryfja

Mesta Lagmarks-
kornasteerd |pyngd
synis D,., | synis, kg
125 120
90 100
63 85
45 70
22,4 50
8 30
<4 mm 20
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Synataka, efni undan feeribandi, af faeribandi, eda Gr haug undir feeribandi

Fint efni

ATH: Heegt er ad taka syni beint undan
feeribandi eda ad stodva faeribandid og
taka syni milli snidmata
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Adskilnadur i haug undir feeribandi
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Unnid efni haugsett (e. stockpiling)
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Unnid efni haugsett
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Synataka og skipting syna
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Synatokumioi
Vegagerdarinnar
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[ ]rannséknir: sja bakhlia

Vegageradin _ ,
v’// Synataka - bakhlid Merking profunarstofu:
( kt. 680269-2899

Rannsoknir:

[ ]Geyma syni

Ath: Magn synis parf ad vera neaegilegt til ad unnt sé ad gera umbednar préfanir




Skipting syna (splittun) - fjéorédungsskipting
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Hefdbundid og stort rifflubox, 20 cm rifflur

0/’ Vegagerdin



Kornadreifing

Meeling & kornadreifingu er yfirleitt fyrsta profid sem gert er @ steinefnasyni sem
eetlad er til nota sem byggingarefni.

Nidurstodur kornadreifingar eru settar fram & eydubladi, par sem lesa ma pyngdarhluta
efnis sem smygur dkvedid sigti.

Sérstaklega er litid til pess hvort magn efnis < 0,063 mm, er innan tilskilinna marka.
Finefni (< 0,02 mm), poétt i litlum meeli sé, getur haft afgerandi dhrif & efniseiginleika
steinefna, t.d. frostneemi.

Yfirleitt eru gerdar krofur um magn finefna i byggingarefni og einnig er notast vid
markalinur fyrir kornadreifingu.
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CEN profunaradferdir: Kornasterdadreifing (EN 933-1).

4,00mm
Kornadreifing-framkvaemd T T 2.00mm
1 € % % 6 " T 1,00mm
4 \— T ___-_ _____T 0,500mm
SKYRINGAR: i | 0.250mm
1 burrkad vié 110°C i 24 kist. LU T o.125mm
2 Vigtad og pyngd skrdd med einum aukastaf 2 \ / L “T| 0,063mm
(110 ar gr.) | R T
3 Skolad til ad fjarlegja finefni sem er < 0,063 mm :
4 purrkad, sbr. 1 - 5y
5 Vigtad, sbr. 2 6 030 : . £
6 Sett i sigtardd og hrist i hristara . ’ I‘ I TR
7 Vigtad af hverju sigti og fundid pungahlutfall sem | | =
smygur vidkomandi sigti. Kornakurfulinurit dregid f 5 i 0 T ke
upp bt 0,063mm
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Loyfileg synisbyngd & I N
hverju sigti eftir sigtun ’ ’

16 1413 628
Samkvaemt j6fnu: 12.5 1249 099
(A x \/d) /200 11,2 1.182 52b
10 1117 496
bar sem A er flatarmadl sigtis i mm? 8 1.000 444
ogder rpc'jskvzostaeré sigtis i mm. 5.6 336 279
Flatarmal er rs x n i p— 14
2 500 222
1 353 157
D_ae_mi: vac’i md mikid vera G 4 mm 05 550 111
sigtinu eftir sigtun ef notud eru sigti
med 300 mm pvermal? 0,25 177 78,5
Svar: 0,125 125 55,5
(1502 x n xV4)/200 = 707 g 0,063 89 39.4
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Mquqllnur fyrlr Malad set  Steerdarflokkur: 0/32 IST_EN 13285, markalinur
malad 032 mm Krofuflokkur: Go OCgs LF, UFs
set i burdarlag
Steerdarflokkur: 0/32
Krofuflokkur Go OCgs LF, UF5
90,0 (Y
Ytri markalinurnar o Sigt_T_ Yimork o mork
SVI’]CI hVCII’ G“.Gr 0125 3 | 10 | 3 8
.. 70,0
kornagreiningar / ozs| 4 | 1 | 4| 22

. . . . 60,0 - G o5 5 | 20 | 5 | 15
skulu liggja, en innri &

0 o 5 50,0 F 1| 6 % | 11 | 22
markalinur syna hvar : o I (PR IR I
meé(]ltal CI“I’CI 00 C 4| 18 46 26 38

300 56| 25 53 33 45
kornagreininga skal | | ouel e || e
li I 20,0 A 16| 50 | 78 | 58 | 70
|ggJ(] UF j 24| 67 | 89 | 72 | 8
) S e N g S R

— 1T s

/(’(00,063 0,125 0,25 0,5 1 2 4 56 8 11,2 16 224 315 45 63 90 125 12

I—F2 4 Moskvasteerd, mm \
Efri flokkunarstaerd
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Hraersluprof a vidlodun,
raunblonduprof

- Vidkomandi steinefni, bindiefni, mykingarefni og vidlodunarefni er
blandad saman i dkvednum hlutféllum og hreert i vatni i 1 klst.

- Mismunandi steinefni nd mismikilli vidlodun vid bindiefni
— Finefni steinefna hefur dhrif & nidurstodur
— Mismunandi vidlodunarefni henta misvel islenskum steinefnum

- Virkni vidlodunarefna minnkar med tima, pé mismikid eftir gerdum
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Hraersluprof a vidlodun,
pakning metin eftir prof
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Ahrif tima & virkni mismunandi vidlodunarefna, sama steinefni og bik
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Geymsla bindiefnis vid 130°C, sdlarhringar
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Berggreining: Vidauki 10 i Efnisgeedaritinu

— Berggreining er fyrsta skrefid i mati & geedum efnis til
mannvirkjagerdar. Yfirleitt eru nokkur hundrud korn tekin
til greiningar. Hvert korn eru flokkad eftir bergtegund,
ummyndun, péttleika og 6rum einkennum.

— Hun gefur dkvednar upplysingar um veentanlega
efniseiginleika, svo sem styrk, slitpol og frostpol, pott pad
komi ekki i stad beinna meelinga & eiginleikum.

— bad krefst nokkurrar pjalfunar og pekkingar ad lesa ur
berggreiningum um gaedi vidkomandi synis til notkunar i
vegagerd. bvi er venjan hérlendis ad flokka efni i prja
geedaflokka.
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Berggreining, vidsja
og hamar
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Algengustu bergbrigdi
og gaedaflokkun peirra
til mismunandi nota
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Nr. | Berg- eda steindartegund Gaoaflokkur i | Gadaflokkur | Gaodaflokkur
bikbundid i steinsteypu | i buroar- eda
slitlag styrktarlag
000 | Ymis bergbrigdi (g6d eda medalgdd) 2 2

001

Basalt

002

Islandit (andesit)

003

Ri6lit (liparit)

004

Maberg

005

Setberg

006

Holufyllingar

007

Skeljabrot

009

Basaltgler

010

Ridlitgler (liparitgler)

011

Gjall

012

Opekkt bergbrigdi

014

Hrafntinna

015

Biksteinn

017

Vikur

018

Leirsteinn

019

Syltarsteinn

020

Sandsteinn

021

Voluberg

022

Leirsteinsvoluberg

023

Jokulberg

024

Ymis bergbrigdi (I16kust)

025

Dolerit

026

Granofyr

027

Gabbré

028

Diorit

029

Granit

055

Dasit

058

Frumsteindir

059

Kvars

063

Kalifeldspat

066

Oxid

070

Sedlitar

087

Ummyndunarsteindir

089

Kisilsteindir

100

Raudaberg

101

Ymis bergbrigdi (6skilgreind gaedi)
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Nama:
Namunimer: Heiti namu: Stokksnes
Synatékustadur: Krokur Efnisflokkur: 1/6 finmol
Vinnslustadur: Krékur LI - hnit:
VR - némer:_ — __|OS - hnit: x TR
Syni:
Synisgerd: Set Greint i Vidsja
- - Kornastzerd greind: 4,0-8,0 mm pPunnsneid nr.:
Berggreining - Berooer:
Gzeda flokkur Fjoldi
eya u b lq 6 + | * Lykill _korna % Berg / steintegund, _ummyndun, _béttieiki, _annad
11 0111 114 62,6 |Basalt, ferskt, pétt, oft glerkennt
2|1 0112 9 4,9 |Basalt, ferskt, bloorétt, oft glerkennt
2|2 0121 3 1,6 |Basalt, ummyndad, pétt*
3i3 013 1 0,5 |Basalt, mikid ummyndad
3i2 09 2 1,1 |Basaltgler
3[a |10 4 2,2 [Gler
2|2 03 23 12,6 |Liparit*
112 26 8 4.4 |Granofyr*
1)1 25 = 4| 2,2 |Diabas™ ]
1|2 27 7 3,8 |Gabbré*
3|13 |06 2 LiHowiying. oo i
2i2 oo | 5 2,7 |Ymis kom* )
Alls: 182 100,0
Gaed8aflokkun:
7 bundms*-snuags v/ sl.ems;eypu
Yo Yo
73 70
22 26
Kornalégun: Taeknileg atridi:
Kylni: Hreinleiki:
Avali: Nuin Styrkur korna:
|Aferd: Sleétt
Athugasemdir: *Aeinsleitt
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Humusprof

—1I flestum tilvikum er audvelt ad sjd
hvort set er blandad lifreenum efnum.

— Ef grunur leikur & ad lifreen ohreinindi
(t.d. mold) geti verid i syni er lagt til ad
gert verdi humusprof a pvi.

@5 025% 95ul
— Profid felst i pvi ad setja syni i NaOH e——
lausn, en lifreen dhreinindi lita lausnina,
mismikid eftir magni 6hreininda.

— Einnig kemur til greina ad meela
gleeditap steinefnasyna til ad meela
hlutfall efnis sem brennur burt vid
akvedid hitastig.
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Finefnameaelingar

Laser teeki Flotvog
(ljorvi) (hydrometer)

Finefni (< 0,063 mm) hafa mikil dhrif & eiginleika jardefna, svo sem pjdlni og frostneemi. Hefdbundin sigti geta
meelt kornadreifingu syna nidur i 0,063 mm, en steerdir par fyrir nedan parf ad maela med 6drum adferdum
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Flaedimark — bjalnimark = Ryrnunarstudull (e. Linear Shinkage, LS):
Pjalnistudull % ryrnun vid pornun fra fleedimarki

Fleedimark (Liquid limit): Heesta
rakagildi sem hreaert efni getur haft
an pess ad missa pjalni sina.

pjalnimark (Plastic limit): Laegsta
rakagildi sem hreert efni getur haft
an pess ad missa pjalni sina.

pjalnistudull (Plasticity index, PI):
Mismunur a fleedimarki og
bjalnimarki.

Leirsyni ar Gilsfirdi, LS= 11,
5 Ra\ N o ~ A ‘,-\' :‘ _\; BE X ‘

A

LN W
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Tengsl LS studuls og PI studuls

[
N

y=0,6bx +21
r=0,89

=
@)

(00)

AN

Ryrnunarstudull, LS, %
N (0))

0 2 4 6 8 10 12 14
Pjalnistudull, PI, %%
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Kornarumpyngd og mettivatn

CEN proéfunaradferdir: Kornarump. og mettiv. (EN 1097-6). SKYRINGAR:

1. Synid vatnsmettad i 24
24 Klst. klst.

1 22°C 4=M, S=M, 2. Tekid ur vatnsbadi og
yfirbordsperrad (samt
vatnsmettad)

3. Vigtad yfirbordspurrt og
2 = “S8SD” “wp vy vatnsmettad og pyngd skrdd
- laecann A \ g / \ / 4. Sett i pyknometer, fyllt ad

— } marki med vatni, vigtad og
4523¢ 3587g pyngd skrdd

3 =M, _— - 5. Pyknometer med vatni, en
I53ce 110°C dn synis vigtadur og pyngd
skrad

. — 6. burrkad vio 110°C i 24 klst.
Psa= MM, - M, + M;) Mg/m eda par til pbyngdarbreyting er

hverfandi
Ab, =100 (M, - MM, % verandt

/. Vigtad og pyngd skrad med
einum aukastaf
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Kornarumpyngd og mettivatn

Kornarumpyngd: Syni sett i pyknometer med pekkt rammdal og

vigtad i vatn
Mettivatn: Syni tekid ur vatnsbadi og yfirbordsperrad borid

saman vid ofnpurrt syni
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Kornalogun

—> Logun einstakra korna hefur ahrif & teeknilega eiginleika peirra. Oft er logun korna lyst

med hugtékum svo sem teningslaga (kubisk), hnottott, flot, plétulaga, ilong og staflaga. Til pess

ﬂé fd samanburd a milli efna svo og toluleg gildi a logun er naudsynlegt ad meela hana & einhvern
att.

—> Logun steina hefur ahrif d notkunarmaoguleika peirra. Brotstyrkur teningslaga korna er ad
Odru jofnu meiri en styrkur flatra og ilangra korna. Einnig ma nefna ad steedni obundinnar malar
er betri ef efni er teningslaga en ef pad er flatt og ilangt. Algengt er ad notud seu vinnslutaeki
(brjétar) sem studla ad teningslégun korna.
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Kornalogun

CEN profunaradferdir: Klevinistudull, FI (EN 933-3).

4D D/2

63,0/80,0 40,0

E 50,0/63,0 31,5
40,0/50,0 25,0

31,5/40,0 20,0
25,0/31,5 16,0
20,0/25,0 12,5
16,0/20,0 10,0
12,5/16,0 8,00
10,0/12,5 6,30
$,00/10,0 5,00
6,30/8,00 4,00
5,00/6,30 3,15
4,00/5,00 2,50

FI =% <= D/2

SKYRINGAR:

1. Akvedid kornastaerdarbil sigtad & ferningssigtum,
d/D

2. Sama kornasteerdarbil sigtad a stafsigti sem
hefur bilid D2 & milli rimla
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Brothlutfall malar

— Meeling & brothlutfalli gefur upplysingar um hlutfall brotinna og ébrotinna korna i
malarsyni sem greint er.

— Brothlutfall er ekki maelt @ moludu bergi par sem pad er allt brotid.
— I brothlutfallsmaelingu kemur fram hversu stér hluti einstakra korna hefur brotflot.
— Brotfletir & kornum varna pvi ad skrid eigi sér stad og eykur par med t.d. staedni.

— Almennt er mikilveegt ad vegagerdarefni hafi nokkud hatt hlutfall brotinna korna til
pess ad studla ad vidunandi efniseiginleikum.
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Brothlutfall

CEN profunaradferdir: Brothlutfall (EN 933-5).
1
CC
2 Lo
C,, _
Daemi: ADU (kleeding) Flokkun
< 200 Cso.20
200-1000 Cso.20
1000-2000 Cso10
SKYRINGAR: > 2000 Coan1
1. Synid er sigtad nidur i dkvedid kornasteerdarbil, d./D . o .
2. Einstdk korn eru skodud m.t.t. brotflata og metid hvort I t6flunni pydir Cy v ad X% af punga
bau eru: a) alveg brotin, b) ad meirihluta brotin, ¢) alveg efniskorna a ad verd brotid ad meirihluta eda
runnud og d) ad meirihluta rannud ad ollu leyti, en Y2 ma vera alnuio
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Brotstyrkur steinefnasyna, LA prof

— Styrkur korna er mikilveegur eiginleiki, enda
getur dlag a steinefni verid mikid, t.d. vegan
vOltunar og umferdar

— Ef styrkur steinefna er ekki naegilegur er heetta
a ad pau molni nidur undan alagiu

— Ef bergid er mikid ummyndad myndast finefni
vid nidurbrotid, sem getur gert efnid frostneemt

— LA-proéfid veldur hoggaraun og er nidurstada
profsins meeld sem hluti synis sem brotnar nidur
fyrir 1,6 mm moskvastaerd
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Styrkleiki steinefnis, Los Angeles prof

CEN profunaradferdir: Los Angeles (EN 1097-2).

v 11 -
6 \ e/ &

32 sn‘m
1J 14,0mm z 500 umf.
11,2mm/12,5mm /
10,0mm
4
110°C ? 8ed

(6 47 mm, 430 g)

5 |1_ 1J 1,60 mm

e/ \eneWt o/

7

3780g

LA =% < 1,60 mm

0/’ Vegagerdin

SKYRINGAR:

1 Synid flokkad @ 10 og 14
mm sigti

2 Ofnpurrkad vid 110°C

3 U.p.b. 5000 g vigtud
nakveemlega

4 Profun i Los Angeles tromlu
5 Sigtad d 1,6 mm sigti

6 bad sem situr a sigtinu er
ofnpurrkad

/ Vigtad og reiknad % < 1,6
mm



Slitpol steinefnis, kilnakvarnarproéf

— Steinefni i kleedingu og malbik purfa ad vera
slitpolin til pess ad geta stadist draun negldra
hjolbarda, serstaklega ef umferd er mikil.

— Slitpol er meelt i kilnakvarnarproéfi, en pad meelir
pol steinefnanna gagnvart ndningsdaraun, en Los
Angeles profid sem nefnt er hér ad framan meelir
bol peirra gagnvart hoggdraun.
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SKYRINGAR:

1 Synid flokkad & 11,2 og 16 mm sigti
med 14 mm millisigti.

2 Ofnpurrkad vié 110°C.

3 U.p.b. 1000 g vigtud ndkveemlega.
4 Préfad i kulnakvarninni.

5 Votsigtad & 2 mm sigti.

6 Efni > 2 mm ofnpurrkad.

Tkg . (s 15 mm) 7 Vigtad og reiknad % < 2 mm.

CEN profunaradferdir: Kalnakvorn (EN 1097-9).

| 16,0mm
—_— -— L T

1 | 14,0mm
— — — —-— T

I'I' 11,2mm
""" T

- 81 |_cnsihn, Jzomm

11000g | 878¢

KVG =% < 2,00 mm
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Frostpol steinefnis i saltlausn

— I sumum tilfellum getur verid naudsynlegt
ad gera frostpolspréf & steinefnum sem
aetlud eru til nota par sem frost./pidu ahrifa
geetir

— Pad & helst vid ef berggreining bendir til
ummyndunar, pannig ad frostneem finefni
geti myndast vid nidurbrot efnisins

— Frostpolsprofi @ steinefnum er fyrst og
fremst aetlad ad gefa upplysingar um haefi
peirra til pess ad standast endurteknar
frost./pidu-sveiflur dn pess ad brotna nidur
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Frostpolsprof

CEN profunaradferdir: Frosthol (EN 1367- 6L

20.0 x10
., 1 I_I_ - _ — _ ﬂ lﬁ,l]mm o 0.0
SKYRINGAR: L_ 8,00mm 20.0 , ;
1 Synid flokkad & milli8 og 16 mmsigta. || ~ T~ ~7°77° 0.0 12.0\ 24.0 klst.
2 Ofnpurrkad vid 110°C. omc \*
3 U.b.b. 3 x 2000 g vigtus ndkveemlega. 2 § % % e
4 Sett i priar désir med 126 NaCli 24 klst. '\ /

5 Syni verour fyrir 10 frostbidu sveiflum, 7 ' - I 7
+20,/-17,6°C.
6 Syni pvegid @ 4 mm sigti. \y / ——

7 Efni > 4 mm ofnpurrkad. 3 —
8 Vigtad og reiknad % < 4 mm. 6 I'r _IJ4 00mm

I | IL,0 (ist adf 1 % NaCD \ /

4 24 Klst. 8
2000

FEC: %0 < 4,00 min

0/’ Vegagerdin



Takk fyrir

0/’ Vegagerdin



